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(54) Portable communication device and system using the portable communication device and 
attachment for a portable communication device 


(57) A portable communication device is used in a 
digital money system so as to pay for purchase by digital 
money by using the portable communication device. A 
remote communication interface (2) interfaces radio-fre- 
quency communication with a remote communication 
terminal. A short-distance communication interface (27) 
interfaces wireless communication with a communica- 


tion terminal located in the vicinity of the portable com- 
munication device. Data or instruction information is in- 
put to the portable communication terminal by an input- 
ting unit such as a key panel (9). The data is stored in 
a memory (25) and is displayed on a display unit such 
as an LCD (8). An enciphering and deciphering circuit 
(26) enciphers or deciphers the data to be transmitted 
or received so as to maintain security. 
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Description 

BACKGROUND OF THE INVENTION 

1 . Field of the Invention 

[0001] The present invention relates to a portable 
communication device and a system using the portable 
system that are utilized for achieving electric commerce 
using digital money. The present invention also relates 
to an attachment for a portable communication device 
which enables the portable communication device to be 
utilized for achieving electric commerce using digital 
money. 

2. Description of the Related Art 

[0002] As the Internet has become popular world- 
wide, movement of use of electric commerce utilizing 
the Internet has grown. 

[0003] Conventionally, an electronic card is used for 
payment. A Mondex method is known in "(a) a home 
banking system using an IC card". In this system, pay- 
ment is done by an IC card, and deposit or transmittal 
of digital money can be done by using a home use tel- 
ephone. 

[0004] Additionally, an IC card having a portable tele- 
phone function is disclosed in Japanese Laid-Open Ap- 
plications No.8-1 53248 and No. 9-36972. 

(b) Japanese Laid-Open Patent Application No. 

8- 153248 discloses an invention related to an auto- 
matic vending machine system using a deferred 
payment method using a portable telephone termi- 
nal, the title of the invention being "automatic vend- 
ing machine system". 

(c) Japanese Laid-Open Patent Application No. 

9- 36972 discloses an invention related to a tech- 
nique for adding a portable telephone function to an 
IC card, the title of the invention being "complex IC 
card". 

[0005] Additionally, the following examples enable a 
digital information service by having a communication 
function of the portable telephone to process data other 
than a function such as a codec function necessary for 
communication. 

(d) a combination of a notebook-type personal com- 
puter and a portable telephone 

(e) a combination of an electronic diary or a person- 
al digital assistant (PDA) and a portable telephone 

[0006] However, in the usage of the above-mentioned 
cases (d) and (e), the portable telephone can be used 
only as a data communication means. 
[0007] A description will now be given, with reference 
to FIG.1, of a known PHS (personal handy-phone sys- 


tem) as a portable telephone having a data communi- 
cation means. 

[0008] The PHS shown in FIG.1 comprises an anten- 
na 1, a communication l/F 2, a modem 3, an audio codec 
5 DSP 4, a digital/analog converter 5, a microphone 6, a 
speaker 7, a liquid crystal display (LCD) 8, a key pad 
(KEY) 9, a light emitting diode (LED) 1 0, an external con- 
nector 1 1 , a memory 1 2, a micro processing unit (MPU) 
13, a protocol controller 14, a panel l/F 16. It should be 
io noted that the audio codec DS P 4 and the digital/analog 
converter 5 together are referred to as a codec 15. 
[0009] The communication l/F 2 controls the antenna 
1 which receives radio frequency from a remote place 
and emits radio frequency to a remote place. 
is [0010] The modem 3 converts data to be transmitted 
into high-frequency signal and converts a received high- 
frequency signal into a base band signal, 
[0011] The codec DSP 4 digitally processes a digital 
audio signal. The digital/analog converter 5 converts the 
20 audio signal into a digital audio signal, and the received 
digital audio signal into an analog audio signal. 
[0012] The memory 12 stores data such as telephone 
number. FIG. 2 shows telephone number diary informa- 
tion stored in the memory 1 2. 
25 [0013] The MPU 13 performs application programs 
such as a control program of a portable telephone or an 
address diary program. 

[0014] The protocol controller 14 determines a data 
path. For example, the protocol controller 14 determines 

^0 a data path so at to send data received by the antenna 
1 to an external device via the external connector 11 or 
outputs the data to the speaker 7 via the codec 15. 
[0015] The codec 1 5 converts the received digital au- 
dio signal into the analog audio signal so as to outputs 

55 the analog audio signal to the speaker 7, and converts 
an analog sound input to the microphone 6 into a digital 
audio signal. 

[0016] When an audio signal is transmitted from the 
PHS to a remote telephone, the sound is detected by 
^0 the microphone 6, and is transmitted to the remote tel- 
ephone via the digital/analog converter 5, the audio co- 
dec DSP 4, the modem 3, the communication l/F 2 and 
the antenna 1 . 

[0017] Additionally, when data stored in the memory 
45 12 is transmitted to a remote data communication ter- 
minal, the data is transmitted from the memory 1 2 to the 
remote data communication terminal via the MPU 13, 
the protocol controller 14, the modem 3, the communi- 
cation l/F 2 and the antenna 1 . 
so [0018] An audio signal transmitted by a remote tele- 
phone is received by the antenna 1 , and a sound is gen- 
erated by the speaker 7 via the communication l/F 2, the 
modem 3, the audio codec DSP 4 and the digital/analog 
converter 5. 

$5 [001 9] Additionally, data transmitted by a remote data 
communication terminal is received by the antenna 1 , 
and is output to an external device via the communica- 
tion l/F 2, the modem 3, the protocol controller 14 and 
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the external connector 11. 

[0020] Accordingly, considering the PHS, in the 
above-mentioned modes of usage (d) and (e), data 
communication with an external notebook-typ person- 
al computer, an electronic diary or a PDA is merely 
achieved by the transfer of data via the portable corrv 
munication l/F 2, the modem 3, the protocol controller 
1 4 and the external connector 11. 
[0021] There are following conventional cases that 
use a combination of portable communication devices. 

(f) a combination of a GSM (global system formo- 
bile communications) and a SI M (subscriber identity 
module card) 

(g) a combination of a PDA and a keyboard 

[0022] The GSM in the case (f ) is a portable telephone 
mainly used in European countries, and a card reader 
is incorporated in a main body which card reader is for 
reading a prepaid card referred to as a SIM card. There- 
by, one can make a telephone call by borrowing a port- 
able telephone owned by another person as if the port- 
able telephone is a public telephone. 
[0023] Additionally, in the case (g), as an example of 
a case in which a close contact type keyboard is at- 
tached to a PDA, there is a combination of a Palm Pilot 
manufactured by 3COM company and a single hand 
keyboard manufactured by Fujitsu Co, Ltd. 
[0024] Jn the above-mentioned case (a) which is the 
"home banking system using an IC card", a function of 
payment for purchase is provided, but money (digital 
cash) must be deposited in the electronic card (IC card) 
which is inconvenient for a user. 

[0025] For example, in the home banking system us- 
ing the Mondex method, a user must purchase a new 
telephone having an interface for an electronic card so 
as to deposit digital cash in the electronic card. Addi- 
tionally, the user must purchase an exclusive attach- 
ment. 

[0026] The electronic card is not provided with a func- 
tion for communication by voice, and cannot accept an 
instruction by voice. 

[0027] In the above-mentioned case (b) which is the 
invention disclosed in Japanese Laid-Open Patent Ap- 
plication No.8-1 53248, payment for purchase is made 
by a deferred payment, and digital money cannot be 
used. Additionally, the invention disclosed in this patent 
document does not provide a communication function 
which is inconvenient for a user. 

[0028] Additionally, in the deferred payment, if an 
amount of payment exceeds a payment capacity, there 
is no means for checking such a condition. Accordingly, 
a payment exceeding a payment capacity cannot be 
prevented. 

[0029] In the above-mentioned case (c) which is the 
invention disclosed in Japanese Laid-Open Patent Ap- 
plication No.9-36972, a technology of a complex IC card 
which combines the function of an IC card and the func- 


tion of a portable telephone is disclosed. In this patent 
document, since an enciphering and deciphering func- 
tion which necessary for handling digital money is not 
disclosed, the digital money cannot be used. Addition- 
5 ally, it is unclear how to use the digital money. 

[0030] Accordingly, in order to use the digital money, 
the following issues are present. 

(1) deposit and withdraw of the digital money must 
be easy. 

(2) a support must be made such as a voice^ guid- 
ance in order to improve an operability. 

(3) an immediate payment must be made within a 
deposit in a financial institution. 

(4) A necessary security must be provided. 

[0031] The above-mentioned cases (d) and (e) and a 
handset of the PHS has a communication function but 
does not have a function to receive and pay money (dig- 
ital cash). In order to receive and pay money, functions 
such as a data storing function, an enciphering function 
for communication or a selecting function to select data 
to be transmitted must be provided. However, conven- 
tional portable telephones do not have such functions. 
[0032] Further, in order to achieve an information 
service system including a portable communication de- 
vice which can be used by any one at any time and any 
place, portability must be important. Accordingly, such 
a portable telephone is required to be less than 1 .5 times 
the conventional popular portable telephones with re- 
spect to its volume and weight. In this respect, the 
above-mentioned cases (d), (e) and (g) are insufficient 
for solving the above-mentioned issues. Particularly, the 
electronic diary and the PDA are provided with a display 
or a key panel, portability is deteriorated as compared 
to that of a purse. Additionally, a low cost is also one of 
the necessary elements. It is unacceptable if the price 
is more than a price of a portable telephone. The abov - 
mentioned cases (d), (e) and (g) are insufficient to solve 
the above-mentioned issue. 

[0033] Further, a data processor for receiving an in- 
formation communication service and a memory for 
storing data are needed, and also a human l/F for int r- 
facing between the service and an operator is needed. 
However, a device having only a memory provided in 
the above-mentioned case (f ) is insufficient to cooperate 
with the human l/F. 

[0034] Accordingly, the following issues are pres nt 
in the data communication terminal. 

(5) It must have a sufficiently small volume and 
weight so as to maintain portability. 

(6) Both a communication function and an informa- 
tion processing function must be provided, (corre- 
sponding to the above-mentioned issue (2)) 

(7) A human l/F function such as a display function 
or a speaker function must be usable. 

(8) It must be a low price. 
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SUMMARY OF THE INVENTION 

[0035] It is a general object of the present invention 
to provide an improved and useful portable communica- 
tion device and a system using the portable communi- 
cation device and an attachment for a portable commu- 
nication device in which the above-mentioned problems 
are eliminated. 

[0036] A more specific object of the present invention 
is to provide a portable communication device which is 
preferably used in a digital money system so as to pay 
for purchase by digital money by using the portable com- 
munication device. 

[0037] Another object of the present invention is to 
provide a portable communication device which enables 
instantaneous payment within an amount of deposit in 
a financial institution. 

[0038] Another object of the present invention is to 
provide a portable communication device which enables 
a digital money transaction with a high-level security. 
[0039] Another object of the present invention is to 
provide a service providing system using the above- 
mentioned portable communication device. 
[0040] A further object of the present invention is to 
provide an attachment adapted to be connected to a 
portable telephone, which- attachment enables the port- 
able telephone usable in a digital money system. 
[0041] In order to achieve the above-mentioned ob- 
jects, there is provided according to one aspect of the 
present invention a portable communication device for 
communicating with a remote communication terminal, 
comprising: 

a remote communication interface interfacing radio- 
frequency communication with a remote communi- 
cation terminal; 

a short-distance communication interface interfac- 
ing wireless communication with a communication 
terminal located in the vicinity of the portable com- 
munication device; 

inputting unit inputting data or instruction informa- 
tion to the portable communication terminal; 
a memory storing the data input by the inputting unit 
or data received via the remote communication in- 
terface and the short-distance communication inter- 
face; 

a display unit displaying the data input by the input- 
ting unit or data received via the remote communi- 
cation interface and the short distance communica- 
tion interface; 

an enciphering circuit enciphering data to be trans- 
mitted to the remote communication terminal via the 
remote communication interface and data to be 
transmitted via the short-distance communication 
interface; 

a deciphering circuit deciphering data received from 
the remote communication terminal via the remote 
communication interface and data received via the 


short-distance communication interface; and 
a controlling unit controlling each of the remote 
communication interface, the short-distance com- 
munication interface, the inputting unit, the memory, 
5 the display unit, the enciphering circuit and the de- 
ciphering circuit. 

[0042] According to the above-mentioned invention, 
deposit and withdrawal of digital money can be easily 

io performed by a simple operation by using the portable 
communication device. Payment by the digital money 
can be done instantaneously within the deposit in a fi- 
nancial institution. Additionally, digital money can be 
transferred with a high-level security since the digital 

15 money data can be enciphered by the enciphering cir- 
cuit. 

[0043] Additionally, there is provided according to an- 
other aspect of the present invention a digital money 
system for using digital money to pay for purchase or 
20 service, comprising: 

a computer of a financial institution; 
a radio base station communicable with the compu- 
ter of the financial institution; 
25 a store terminal receiving digital money data for 
payment; and 

a portable communication device communicable 
with the radio base station via a radio frequency, the 
portable communication device also communicable 
30 with the store terminal in a wireless manner; and 
wherein the portable communication device stores 
the digital money data transmitted from the compu- 
ter of the financial institution after deciphering the 
digital money data: and 
35 the portable communication device transmits the 
digital money data for payment to the store terminal 
after enciphering the digital money data for pay- 
ment. 

40 [0044] According to the above-mentioned invention, 
the digital money can be transferred from the portable 
communication device to the store terminal via wireless 
communication. Additionally, the digital money can be 
transferred from the financial institution to the portable 

45 communication device via radio communication such as 
a portable or mobile telephone system. Since the digital 
money data is enciphered before transmission, security 
is well-maintained. 

[0045] Additionally, there is provided according to an- 
50 other aspect of the present invention a computer of a 
financial institution included in a digital money system 
handling digital money, the digital money system includ- 
ing a radio base station connected to the computer of 
the financial institution and a portable communication 
55 device communicable with the radio base station, the 
computer of a financial institution comprising: 

voice guiding means for providing a voice guidance 
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to a user of the digital money system; 
user checking means for checking whether or not 
the user has a right to use the digital money system; 
enciphering means for nciphering data to be trans- 
mitted; 5 
deciphering means for deciphering data r ceived 
from the portable communication device; and 
communicating means for communicating with the 
portable communication device via the radio base 
station, 10 
wherein the computer of the financial institution pro- 
vides to the user a voice guidance by the voice gu id- 
ing means by receiving signals regarding "digital 
transaction from the portable communication de- 
vice via the communicating means; is 
the computer of the financial institution receives en- 
ciphered information including customer informa- 
tion and information regarding amount of money 
from the portable communication device, and deci- 
phers the enciphered information by the decipher- so 
ing means; 

the computer of the financial institution checks 
whether the user has the right to use the digital mon- 
ey system by the user checking means based on 
the received customer information; and 25 
the computer of the financial institution enciphers 
digital money data input by the user by the encipher- 
ing means when the user is determined to have the 
right to use the digital money system, and sends the 
enciphered digital money data to the portable com- 30 
munication device via the communicating means. 

[0046] The above-mentioned computer is suitable for 
the digital money system which includes the above- 
mentioned portable communication device according to 35 
the present invention. 

[0047] Additionally, there is provided according to an- 
other aspect of the present invention a service providing 
system comprising: 

40 

a service provider terminal of a provider of service; 
a service center including service information stor- 
ing means for storing information including informa- 
tion regarding various kinds of service which can be 
provided to a user, information regarding availability 45 
of service provided by the provider and information 
regarding message to be provided to the user, the 
service center also including determining means for 
determining whether or not service can be provided 
to the user based on a present state of the user; 50 
a radio base station connected to the service cent- 
er; and 

a portable communication device comprising re- 
mote communication means for communication 
with the radio base station, the portable communi- 55 
cation device also comprising inputting means for 
inputting information regarding a present state of 
the user, 


wherein the portable communication device sends 
the information regarding the present state of the 
user to the service center by the remote communi- 
cation means when the information regarding the 
present state of the user is input by the inputting 
means; and 

the service center determines whether or not there 
is service which can be provided to the user by the 
determining means when the service center re- 
ceives the information regarding the present state 
of the user, and sends the message stored in the 
service information storing means to the portable 
communication device when the service which can 
be provided to the user is present. 

[0048] According to this invention, the user can send 
the information regarding the present state of the user 
such as a feeling of the user to the service center by 
using the portable communication device. Accordingly, 
the service center can provide service other than pay- 
ment by the digital money ^n accordance with the user's 
preference. 

[0049] Additionally, there is provided according to an- 
other aspect of the present invention a portable tele- 
phone attachment adapted to be connected to a porta- 
ble telephone having a first external connector, compris- 
ing: 

a second external connector connectable to the first 
external connector of the portable telephone; and 
an arithmetic unit performing a digital process, 
wherein the portable telephone attachment ex- 
changes signals with the portable telephone via the 
second external connector, and the arithmetic unit 
sends a control signal to the portable telephone via 
the second connector so as to control an inputting 
and outputting unit of the portable telephone. 

[0050] According to this invention, the attachment is 
mounted to the portable telephone by the connecting the 
second external connector of the attachment to the first 
external connector of the portable telephone so that var- 
ious signals can be exchanged between the attachm nt 
and the portable telephone. 

[0051] Additionally, there is provided according to an- 
other aspect of the present invention a portable tele- 
phone attachment adapted to be connected to a porta- 
ble telephone having a first external connector, compris- 
ing: 

a second external connector connectable to the first 
external connector of the portable telephone; and 
a central processing unit; and 
an enciphering and deciphering unit enciphering or 
deciphering data provided by the central processing 
unit and returning the enciphered or deciphered da- 
ta to the central processing unit, 
wherein the central processing unit exchanges sig- 
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nals with the portable telephone via the second ex- 
ternal connector, and the enciphering and d cipher- 
ing unit deciphers data received by the portable tel- 
ephone and enciphers data to be transmitted from 
the portable telephone. s 

[0052] According to this invention, the attachment is 
mounted to the portable telephone by connecting the 
second external connector of the attachment to the first 
external connector of the portable telephone so that the 10 
data transmitted from the portable telephone is enci- 
phered and the data received by the portable telephone 
is deciphered by the enciphering and deciphering unit. 
Thus, if the data requires to be confidential such as data 
related to a digital money transaction, security of the da- is 
ta is well-maintained. 

[0053] Additionally, there is provided according to an- 
other aspect of the present invention a portable tele- 
phone attachment adapted to be connected to a porta- 
ble telephone having a first external connector, compris- 20 
ing: 

a second external connector connectable to the first 
external connector of the portable telephone; 
a central processing unit; 25 
an enciphering and deciphering unit enciphering or 
deciphering data provided by the central processing 
unit and returning the enciphered or deciphered da- 
ta to the central processing unit; 
data/information storing means for storing data and 30 
information; and 

short -distance communication means for communi- 
cating with a communication terminal located in the 
vicinity of the portable telephone in a wireless man- 
ner, 35 
wherein the central processing unit exchanges sig- 
nals with the portable telephone via the second ex- 
ternal connector, and is accessible to the data/in- 
formation storing means; 

the central processing unit transmits control signals 40 
to the portable telephone via the second external 
connector so as to control an inputting and output- 
ting unit of the portable telephone, and data re- 
ceived by the portable telephone is sent to the port- 
able telephone attachment via the second external 45 
connector, and stored in the data/information stor- 
ing means by the central processing unit; 
the data or information stored in the data/informa- 
tion storing means is transmitted to the communi- 
cation terminal located in the vicinity of the portable so 
telephone via the short-distance communication 
means upon a request made by the communication 
terminal; and 

the enciphering and deciphering unit deciphers da- 
ta received by the portable telephone and enciphers s$ 
data to be transmitted from the portable telephone. 

[0054] According to this invention, the attachment is 


mounted to the portable telephone by the connecting the 
second external connector of the attachment to the first 
external connector of the portable telephone so that var- 
ious signals can be xchangedb tweenth attachment 
and the portable telephone. Additionally, the data trans- 
mitted from the portable telephone is enciphered and 
the data received by the portable telephone is deci- 
phered by the enciphering and deciphering unit. Thus, 
if the data requires to be confidential such as data relat- 
ed to a digital money transaction, security of the data is 
well-maintained. Further, the data or information such 
as digital money data stored in the attachment can be 
transmitted to the communication terminal such as a 
shop terminal located in the vicinity of the portable tel- 
ephone via short-distance communication means. 
[0055] Other objects, features and advantages of the 
present invention will become more apparent from the 
following detailed description when read in conjunction 
with the accompanying drawings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0056] 

FIG.1 is a block diagram of a conventional PHS 
handset; 

FIG. 2 is an illustration for explaining contents of in- 
formation stored in a memory of a conventional 
PHS handset; 

FIG. 3 is a block diagram of a portable communica- 
tion device according to the present invention; 
FIG. 4 is an illustration for explaining contents of in- 
formation stored in a memory provided in the port- 
able communication device according to the 
present invention; 

FIG. 5 is a system structure diagram of a digital mon- 
ey system according to the present invention; 
FIG. 6 is a flowchart of operations performed by the 
portable communication device and a computer of 
a financial institution when digital money is with- 
drawn; 

FIG. 7 is a flowchart of an operation performed by 
the portable communication device and a store ter- 
minal when payment is done by digital money; 
FIG. 8 is a system structure diagram of a service 
system using the portable communication device; 
FIG. 9 is a flowchart for explaining the service sys- 
tem using the portable communication device; 
FIG. 10 is a plan view of a portable communication 
device having a feeling input button; 
FIG. 11 is an illustration for explaining a display of 
characters on the portable communication device; 
FIG. 1 2 is a flowchart of an operation using the feel- 
ing input button; 

FIG. 13 is an illustration for explaining exchange of 
signals between a service server and the portable 
communication device; 

FIG.14A is a block diagram of an example of the 
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store terminal; FIG.1 4B is a block diagram of anoth- 
er example of the store terminal; 
FIG. 15 is a block diagram of a digital TV; 
FIG. 16 is an illustration for explaining an appear- 
ance of an attachment according to the present in- 
vention; 

FIG. 1 7 is a block diagram of the attachment accord- 
ing to the present invention; 
FIG. 18 is a block diagram of a portable telephone 
and the attachment shown in FIG. 17; 
FIGS.19A, 19Band 19C are flowcharts for explain- 
ing controlling operations of inputting and outputting 
units provided in the portable telephone; 
FIG. 20 is an illustration for explaining a control path 
from the attachment to the portable telephone; and 
FIG. 21 is an illustration for explaining a control path 
from the potable telephone to the attachment. 

DETAILED DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

[0057] A description will now be given, with reference 
to the drawings, of embodiments according to the 
present invention. 

[0058] The present invention relates to a portable 
communication device, an attachment for the portable 
communication device and a system using a portable 
communication system. Descriptions will be given be- 
low of the portable communication device, the system 
using the portable communication and the attachment 
for the portable communication device, in that order. 

1 . Portable Communication Device 

[0059] FIG. 3 is a block diagram of a portable commu- 
nication device according to the present invention. The 
portable communication device shown in FIG. 3 is differ- 
ent from the PHS handset shown in FIG:1 with respect 
to a multi-purpose MPU 23 which can execute pro- 
grams, a protocol controller 24, a memory 25, an arith- 
metic circuit 26 exclusive for calculating cipher and a 
short distance communication device l/F 27. 
[0060] An OS (operating system) is installed in the 
MPU 23 so that peripheral devices are controlled by the 
MPU 23. The MPU 23 also execute programs stored in 
the memory 25. 

[0061] The protocol controller 24 determines a data 
path. 

[0062] The memory 25 stores data such as applica- 
tion programs, name and address of a user, deposited 
digital cash (data of digital money), digital data of a tick- 
et, data regarding points given by a store when payment 
is made. The data stored in the memory 25 is read by 
the MPU 23, and is output after being processed. FIG. 
4 shows contents of data stored in the memory 25. As 
shown in FIG. 4, the memory 25 stores application pro- 
grams for receiving various services, personal attribute 
information, personal telephone book, registered data, 


service information, etc. 

[0063] The arithmetic circuit 26 for enciphering is 
used for enciphering and deciphering data which re- 
quires high security such as digital money or application 
5 programs for a point card. The data stored in the mem- 
ory 25 is enciphered if necessary. The arithmetic circuit 

26 for enciphering calculation is constituted by an enci- 
phering and deciphering processor so that a method for 
enciphering and deciphering can be changed by chang- 

10 ing software. 

[0064] The short distance communication device l/F 

27 is provided for exchanging data with a device located 
in a short distance. In this case, the short distance com- 
munication device uses an infrared device such as an 

is IrDA. . 

[0065] Communication (access to a computer of a fi- 
nancial institution, withdrawal of digital money) with a 
financial institution is performed via the antenna 1 as a 
normal portable telephone. 
20 [0066] Additionally, communication (payment by dig- 
ital money, acquisition of points) with a store terminal is 
performed via the short distance communication device 
l/F 27. 

[0067] It should be noted that the display means is not 
25 limited to the LCD, and other display means may be 
used if necessary. Additionally, other data inputting and 
outputting means may be used if necessary. 
[0068] The above-mentioned portable communica- 
tion device is used as a terminal in "2. a system using 
30 the portable communication device" described next, and 
can be a portable telephone provided with an attach- 
ment described in "3. Attachment for a portable commu- 
nication terminal". 

[0069] A description of a using method of the above- 
35 mentioned portable communication device will be given 
in "2. System using the portable communication device" 
and "3.. Attachment for a portable communication termi- 
nal". 

40 2: System using the portable communication device 

[0070] A description will now be given of a digital mon- 
ey system as an example of a system using a portable 
communication device in which system payment for pur- 
45 chase or service is made by digital money. 

[0071] FIG. 5 shows a structure of a digital money sys- 
tem. FIGS. 6 and 7 shows flowcharts of an operation of 
the digital money system: 

[0072] The digital money system shown in FIG. 5 com- 
so prises a computer 30 installed in a financial institution, 
a radio base station 31 , a portable communication de- 
vice 32 and a store terminal 33 installed in a store 35. It 
should be noted that asfor the portable communication 
device 30, the portable communication device de- 
55 scribed in the above-mentioned "1. Portable communi- 
cation device" or the terminal provided with the attach- 
ment for the portable communication device described 
in the "3. Attachment for the portable communication at- 
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tachment" is used. 

[0073] The financial institution is not limited to a bank, 
and means an institution handling money such as a 
credit association. 

[0074] The store is the main constituent for selling 
goods, and includes an automatic vending machine. 
[0075] The present system constitutes a network, and 
a public telephone network can be used as such a net- 
work. When the public telephone network is used, the 
radio base station 31 corresponds to a radio base sta- 
tion of a public mobile communication network. The 
computer 30 of the financial institution and the portable 
communication device 32 can communicate with~each 
other via the closest radio base station 31 by the public 
mobile communication network by dialing a telephone 
number. It should be noted that the present system may 
independently constitute a network comprising the com- 
puter 30 of the financial institution, the radio base station 
31 , the portable communication device 32 and the store 
terminal 33 in which the radio base station is provided 
as a part of the network. 

[0076] The portable communication device 32 having 
a purse function (the portable communication device de- 
scribed in the above-mentioned M . Portable communi- 
cation device" which is the terminal executing a program 
of digital money) is provided with a enciphering/deci- 
phering function besides the function of a conventional 
portable telephone. Additionally the portable communi- 
cation device 32 is provided with a memory having a 
capacity sufficient for storing data of digital cash and 
various sets of user information and a function such as 
an infrared communication enabling a short distance 
communication. 

[0077] A user (a customer in view of the store 35) of 
the present system caries the portable communication 
device 32. The user previously deposit money in the fi- 
nancial institute 34. The user dials telephone number of 
an automatic cash payment system provided by the fi- 
nancial institution 34 which telephone number is previ- 
ously registered in the portable communication device 
32 when the user thinks it is necessary to withdraw mon- 
ey or when the computer 30 of the financial institution 
recommends to withdraw money by a voice message 
through the portable telephone system such as a case 
in which the amount of the digital cash decreases below 
a predetermined amount. After the call is connected, us- 
er inputs a code number and an amount of money to be 
withdrawn by an inputting operation through numeric/ 
sign keys (for example, the KEY 9 shown in FIG. 3) and 
visual recognition by a small screen display (for exam- 
ple, the LCD 8 shown in FIG. 3). 

[0078] After the data is input, the portable communi- 
cation device 32 enciphers and transmits the input data 
and client information (a name, an account number, a 
number of portable communication device). The trans- 
mitted data is sent to the computer 30 of the financial 
institution via the portable telephone carrier company 
(public telephone network). In the computer 30 of the 


financial institution, a deciphering and identification of 
the user are performed, and money is withdrawn from 
the user's account as digital cash. The computer 30 en- 
ciphers the data of th digital cash, and sends the data 
5 to the portable communication device of the user via the 
public telephone network. The data is deciphered by the 
arithmetic circuit 26 shown in FIG. 3, and is stored in the 
memory 25 as digital cash. In a case in which the user 
purchases goods or service, data is exchanged with the 

to store terminal 33 so as to pay for the purchase or service 
by the digital cash by utilizing a short distance commu- 
nication (the short distance communication device l/F 
27 shown in FIG. 3). At this time, the user receives infor- 
mation indicating the purchased item together with store 

*5 information from the store terminal 33. 

[0079] Purchased item information can be used by 
household account book software installed in a personal 
computer owned by the user by connecting the portable 
communication device 32 with the personal computer 

20 by the short distance communication function. Addition- 
ally, for a person who does not have a personal compu- 
ter or a person who does not have household account 
book software, a household account book service can 
be provided to such a user by a service center (not 

25 shown in the figure) by transferring the purchase infor- 
mation to the service center. 

[0080] Although tire household account book service 
is provided in the conventional system, such service has 
not been practically used for a reason that a data input- 
30 ting operation is inconvenient for a user. However, ac- 
cording to the present invention, the purchase informa- 
tion can be automatically input. 

[0081] Additionally, services to the user such as an- 
nouncement of time during which particular service is 
35 usable by using the function of the portable telephone 
system by transferring the data from the portable com- 
munication device 32 to the store terminal 33 upon per- 
mission of the user. 

[0082] A description will now be given, with reference 
40 to the system structure shown in FIG. 5 and flowcharts 
shown in FIGS. 6 and 7, of an operation of the present 
system. 

[0083] FIG. 6 shows a flowchart of an operation for 
transferring digital money from the financial institution 

45 to the portable communication device 32. 

[0084] When the user desires to obtain the digital 
cash, the user dials, in step S1, a telephone number 
designated by the financial institution 34 so as to con- 
nect the portable communication device 32 to the com- 

50 puter 30 of the financial institution via the radio base sta- 
tion 31. 

[0085] After the connection is established, the com- 
puter 30 of the financial institution sends, in step S2, an 
instruction to the portable communication device 32 to 
55 perform a confirming operation such as pressing the key 
"1 " in this case when a withdrawal of digital money is to 
be performed, the instruction being provided by a voice 
message. 
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[0086] The user hear the voice message, and presses 
the key "f for confirmation. When the key "1" is 
pressed, the portable communication device 32 selects, 
in step S3, predetermined sets of necessary data (for 
example, account number and name) from among sets 
of data stored in the portable communication device 32, 
and sends the selected data to the computer 3 via the 
radio base station 31 . 

[0087] In the computer 30 of the financial institute, it 
is determined, in step S4, whetherornot the initially sent 
data corresponding to the key "1 If the initially sent data 
does not correspond to the key "1 the routine proceeds 
to step S5 so as to stop the transaction. If the initially 
sent data is "1 n which indicates confirmation, the com- 
puter 30 of the financial institution compares the subse- 
quent data (account number and name) with data stored 
in the computer 30. Thereafter, the computer 30 sends, 
in step SB, an instruction by a voice message for re- 
questing input of a code number by pressing keys. 
[0088] After the user hear the voice message for the 
request through the portable communication device 32, 
the user presses, in step S7 ; keys corresponding to the 
code number (for example, 4-digit number). Then, the 
portable communication device 32 enciphers, in step 
SB, the code number by the MPU, and transmits the re- 
sultant data. 

[0089] The computer 30 of the financial institution de- 
ciphers the received data in step S9. Then the computer 
30 compares, in step S10, whether the received code 
number matches the previously registered data. If the 
code number is different from the previously registered 
data, the routine returns to step S6 so as to request an 
input of the code number again. If the code number 
matches the previously registered data, the routine pro- 
ceed to step S1 1 so as to sent a request by a voice mes- 
sage for inputting an amount of money by the pressing 
keys. After the user hear the voice message for the re- 
quest trough the portable communication device 32, the 
user presses, in step S12, keys corresponding to the 
amount of money to be paid. The amount of money is 
displayed on the display LCD 8 of the portable commu- 
nication device 32. Then, the user checks the amount 
of money, and presses a confirmation key (special sign 
key). The portable communication device 32 transmits 
data corresponding to the amount money to the compu- 
ter 30. 

[0090] The computer 30 of the financial institution en- 
ciphers, in step S13, the digital money data based on 
the received data and data (key) for permitting storage. 
The portable communication device 32 deciphers, in 
step S14, the received data by the MPU 23. Then, it is 
determined whether or not a correct key for permission 
of storage is included in the received data. If the correct 
key is not included, the routine proceeds to step S16 so 
as to stop the transaction. If the correct key for permis- 
sion of storage is included in the r ceived data, the dig- 
ital money is stored, in step S17, in the memory 25. 
[0091] FIG. 7 shows a flowchart of proc sses per- 


formed by the portable communication device 32 and 
the store terminal 33 when a payment by the digital mon- 
ey is performed. , 
[0092] In step S21 , a store clerk inputs an amount of 
s money to be paid by the user (customer) for the pur- 
chase to the store terminal 33, and sends the data to 
the portable communication device 32 by the short dis- 
tance communication device l/F 27. 
[0093] The customer (user) confirms, in step S22, the 

10 amount of money to be paid on the small screen display 
LCD 8. Then, it is determined, in step S23, whether or 
not the displayed amount of money matches the amount 
of money to be paid. If the displayed amount of money 
matches the amount of money to be paid, the user 

is presses a payment key (special key). Then, in step S25, 
the confirmed amount of money is withdrawn from the 
digital money stored in the portable communication de- 
vice 32. Then, in step S26, the portable communication 
device 32 enciphers the digital money data based on 

20 the confirmed amount of data to be paid and data for 
permission of storage. Then, the portable communica- 
tion device 32 sends the enciphered data to the store 
terminal 33 via the short distance communication device 
l/F 27. If the displayed amount of money does not cor- 

25 respond to the amount of money to be paid in step S23, 
the user presses an unpayment key (special key) of the 
portable communication device 32. In the store terminal 
33, if the payment key is pressed, the received data is 
deciphered in step S27. Then it is determined, in step 

30 S28, whether or not the received data includes the cor- 
rect key for permission of storage. If the correct key is 
not included, the routine proceeds to step S29 so as to 
stop the transaction. If the correct key is included, the 
routine proceeds to step S30 so as to store the digital 

35 money in a memory of the store terminal 33. 

[0094] When the customer is one of regular custom- 
ers, point information is sent from the store terminal 33 
to the short distance communication interface, and 
sends the point information is stored in the portable 

40 communication device 32. 

[0095] A description will now be given of a service sys- 
tem using the portable communication device described 
in the above-mentioned "1 . Portable communication de- 
vice" which is different from the digital money system. 

45 [0096] As shown in FIG. 8, the present system com- 
prises a computer 40 of a service center, the portabl 
communication device 32, the radio base station 31 
which can connect portable communication device 32 
to the computer 40 and a service provider terminal 36 

so installed in a service provider 37. The portable commu- 
nication device 32 and the radio base station 31 are the 
same as that shown in FIG. 5. 

[0097] For a new customer of the present system, a 
determination as to whether or not the new customer 
55 should be registered as a regular custom r is made by 
a shop clerk. When a registration is made, necessary 
data (mane and address) stored in the portable commu- 
nication device 32 is sent to the service provider terminal 
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36 via the short distance communication device l/F 27, 
and the data is stored in the portable communication de- 
vice 32. Additionally, the regular customer number is 
sent from the service provider terminal 36 to the portable 
communication device 32 and stored in the portable 
communication device 32. 

[0098] Services via the service center 44 in the sys- 
tem are performed based on the thus-collected custom- 
er data. 

[0099] FIG. 9 shows a flowchart of the service system. 
[0100] In this service system, a telephone number of 
the portable communication device (portable telephone) 
of each user is previously registered in the service pro- 
vider terminal 36 as information regarding regular cus- 
tomers. Additionally, a telephone number of the service 
center 44 and a protocol (procedure for receiving a serv- 
ice) are stored in the portable communication device 32 
of the user 

[01 01] Thereafter, the a shop clerk of the service pro- 
vider 37 registers, in step S44, a message to the regular 
customer and information regarding opening and clos- 
ing time of the store in the service center 44. Addition- 
ally, in step S45, the shop clerk announces a change in 
the shop condition such as a degree of congestion to 
the service center 44. The user inputs, in step S41, 
through the keys a condition of the user (for example, 
the user want to have a meal: 6, the user has a spare 
time: 7) by pressing assigned keys (in this case, the keys 
"6" or "7" is pressed). Then the portable communication 
device 32 sends, in step S42, the input data to the serv- 
ice center 40. 

[0102] The radio base station 31 receiving the data 
sends, in step S40, the received data to the service cent- 
er 44 by adding positional information regarding location 
of the portable communication device 32. It should be 
noted that position registration information in the mobile 
communication is used as the positional information of 
the portable communication device 32. Such positional 
information is obtained by exchange of signals between 
the radio base station 31 and the portable communica- 
tion device 32. 

[0103] In the service center 44, it is determined, in 
step S47, whether or not the user is in a communicable 
area according to the positional information of the port- 
able communication device 32. Then it is determined, 
in step S48, whether or not the registered service pro- 
vider can provide services. If the service can be provid- 
ed by the present store, the service center 44 sends a 
registered voice message to the portable communica- 
tion device 32. 

[0104] The user hears, in step S50, the registered 
voice message from the portable communication device 
32 and determines, in step S51 , whether or not the user 
receives the service. If the user wants to receive the 
service, the user presses a specific key so as to connect 
the portable communication device 32 to a telephone 
automatic reservation system of the service provider, 
and make reservation. 


[0105] A description will now be given, with reference 
to FIGS. 10, 11 and 12, of another service using the serv- 
ice system shown in FIG. 9. This service system pro- 
vides services matching preference of the owner (user) 
5 of the portable communication device 32. The structure 
of the system is the same as the system shown in FIG. 
8 except for the portable communication device 32 
shown in FIG. 10 being used. 

[0106] The service system shown in FIG. 8 comprises 
to a service provider terminal 36 installed in the service 
provider 37, a service center 44, a radio base station 31 
connected to the service center 44 and the portable 
communication device 32. The service center 44 in- 
cludes service information storing means (memory) 41 

*5 and determining means 42. The service information 
storing means 41 is provided for storing information r - 
garding kinds of services which can be provided by the 
service provider 37, availability of services provided by 
the service provider and message to the user. The de- 

20 termining means 42 is provided for determining whether 
or not the services can be provided to the user based 
on the present condition of the user. The portable com- 
munication, device 32 includes remote communication 
means (corresponding to the remote communication I/ 

2S F 2 shown in FIG. 3) which enables communications with 
the radio base station 31 and inputting means for input- 
ting a present condition of the user. 
[01 07] The portable communication device 32 is pro- 
vided with a "feeling input button" as the inputting means 
tor inputting a present condition of the user for inputting 
a present state of feeling of the user as shown in FIG. 
10. If the user has a feeling to sing a song, the user 
presses the key "i " subsequent to the "feeling input but- 
ton". 

35 [0108] When the present condition of feeling of the us- 
er is input by the user pressing the "feeling input button" 
and one of the numerical keys, the portable communi- 
cation device 32 automatically transmits the information 
regarding the present state of feeling of the user to the 

40 service center 44 through the remote communication 
means via the radio base station 31. 
[0109] Upon receipt of the information regarding the 
present state of feeling of the user, the service center 
44 determines whether or not service which can be pro- 

45 vided to the user is present by using the determining 
means 42. If there is service which can be provided to 
the user, message to the user stored n the service in- 
formation storing means 41 is sent to the portable com- 
munication device 32. For example, for a user who 

50 wants to sing a song, information regarding the closest 
karaoke place is provided to the user by a voice mes- 
sage. Additionally, such information may be displayed 
on the small screen display if necessary. If plurality of 
services can be provided to the user, each of the serv- 

55 ices is announced to the user with an order 

[0110] FIG. 12 shows a flowchart of an operation using 
the feeling input button. 

[0111] First, the user presses, in step S60, the feeling 
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input button. Then, in step S61, information is displayed 
on the small screen display of the portable communica- 
tion device 32 as shown in FIG.1 1. It is determined, in 
step S 63, whether or not there is an item which repre- 
sents the present state of feeling of the user. If there is 
th item which represents the present state of feeling of 
the user, the user pressed, in step S64, a numeric key 
corresponding to the present state of feeling. On the oth- 
er hand, if there is no item which represent the present 
state of feeling of the user, the routine proceeds to step 
S62 in which the user scrolls the displayed items. 
[01 1 2] When the present state of feeling of the user is 
input in step S64, the portable communication device 
32 calls the previously registered server (service center 
44) by the remote communication means so as to trans- 
fer the data regarding the feeling of the user to the serv- 
ice center 44. Then, in step S66, the service center 44 
sends to the user the information regarding stores which 
can provide service to the user by using the determining 
means 42 from the conditions of the stores and the po- 
sitional information of the portable communication de- 
vice 32 by adding a order to the stores. Thereafter, in 
step S67, the user selects one of the stores provided in 
the received information and make a reservation, 
[011 3] A description will now be given, with reference 
to FIG. 13, of an outline of the system of the portable 
communication device having the feeling input button in 
view of data and a server. The system shown in FIG.1 3 
comprises a service server 50 (corresponding to the 
computer 40 of the service center shown in FIG.8) 50, 
a store CTI (computer telephone integration) 51, the 
portable communication terminal 52 which is the porta- 
ble communication device having the feeling input but- 
ton, a personal computer (PC) 53, a digital TV 54 and a 
store settling machine 55 (corresponding to the service 
provider terminal 36 shown in FIG.8). 
[01 1 4] FIGS. 1 4A and T4B show examples of the store 
settling machine 55. In FIG.14A, the store settling ma- 
chine 55 comprises a POS terminal 60 and a short dis- 
tance communication device l/F 61. The POS terminal 
60 comprises a memory 57 and an RS232C interface 
56 connected to the short distance communication de- 
vice l/F 61. In FIG.14B, the store settling machine 55 
comprises a personal computer 62 and a short distance 
communication device l/F 63. The personal computer 
62 comprises a memory 58 and an RS232C interface 
59 connected to the short distance communication de- 
vice l/F 63. 

[0115] FIG. 15 is a block diagram of the digital TV 64. 
The digital TV 64 comprises a data selector 65, a TV 
function part 66, a FIFO (first-in first-out) 67, a short dis- 
tance communication device l/F 68 and a controller 69. 
[0116] In the digital TV 64, TV broadcast data and ad- 
ditional information are separated from broadcast data. 
The TV broadcast data is visualized by the TV function 
part 66. The additional information is transmitted to an 
external device such as a personal computer via the 
short distance communication device l/F 68 and the 


controller 69. 

[0117] The service server 50 corresponds to the com- 
puter 40 of the service center shown in FIG.8, and is. 
connected to the store CTI 51. The portable communi- 
5 cation terminal 52 having the feeling input button corre- 
sponds to the portable communication device 32 shown 
in FIG.8, and is connected to the PC 53, the digital TV 
54 and the store settling machine 55 via short distance 
communications. The portable communication terminal 

10 52 includes a registered data storing area 63, a personal 
attribute storing area 64 and a service information stor- 
ing area 65. The registered data storing area 63 can ob- 
tain information such as Web information from the PC 
53 and the digital TV 54. 

15 [0118] The service server 50 includes a store condi- 
tion database 60 and a personal database 61 . The store 
condition data base 60 stores information regarding 
each store (service provider), and the personal data- 
base 61 stores information regarding each user who is 

20 an owner of the portable communication device. The in- 
formation regarding each store is input to the store con- 
dition database 60 from the store CTI 51 . The informa- 
tion regarding each user is input to the personal data- 
base 61 from the portable communication terminal 52. 

25 [0119] The service server 50 is connected to each of 
the portable communication terminal 52 and the store 
CTI 51 via remote communications. The stoce data is 
transmitted from the service server 50 to the portable 
communication terminal 52, and the feeling data is 

30 transmitted from the portable communication terminal 
52 to the service server 50. Additionally, registered data 
is input from the registered data storing area. 63 of the 
portable communication terminal 52 to the personal da- 
tabase 61 of the service server 50. 

35 [0120] Additionally: reservation data is transmitted 
from the portable communication terminal 52 to the 
store CTI 51 , and the registered data, voice signal guid- 
ance information and ticket data are transmitted from 
the CTI 51 to the portable communication terminal 52. 

40 [0121] In FIG.1 3, the registered data is temporarily 
stored in the portable communication terminal 52, and 
is transferred to and stored in the service server 50. The 
personal attribute information is stored in the portable 
communication terminal 52. The ticket data is stored in 

45 the portable communication terminal 52 as time limited 
service information. 

[0122] As a result, the user is not required to manage 
the personal database, and data input of the personal 
database can be performed by a single operation of a 
so button on the portable communication terminal 52. 
[0123] Additionally: the following methods can be 
used for registering the store information. 

. 1. A method in which a customer is registered as a 
55 regular customer when the customer visits a store. 
2. A method in which additional electronic informa- 
tion such as programs of the WebTV 54 is stored in 
the portable communication terminal 52 via the 
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short distance communications, and, thereafter, 
registered in the service server 50. 

3. A method in which electronic information is ob- 
tained from the Web of the PC 53 and stored in the 
portable communication terminal 52, and thereaf- 
ter, registered in the service server 50. 

4. A method in which the Web page indicated in a 
magazine is referred to be the PC 53, and regis- 
tered by the method described in the above-men- 
tioned item 3. 

5. A method in which electronic information is stored 
in the portable communication terminal by calling a 
telephone number recited in a magazine, and, 
thereafter, registered in the service server 50. 

6. A method in which the store information is ob- 
tained from a friend. 

7. A method in which registration is made by using 
chain store information of the registered store. 

8. A method in which registration is made by using 
related store information of the registered store. 

[0124] A description will now be given, as an example 
of a time limited service, a service when a public trans- 
portation is used by purchasing a ticket. 
[0125] When a ticket is purchased through the porta- 
ble communication device 32, data regarding the pur- 
chased ticket is stored in the memory 41 of the service 
center 44. In this service, a computer system of the pub- 
lic transportation may perform an application program 
of this service; The data regarding the ticket includes 
information regarding a station where the user gets off 
and an arrival time. An announcement is provided to the 
user before the user reaches the destination by using 
the data regarding the ticket. 

[01 26] The service center 44 stores the voice data for 
announcing the station or the bus stop where the user 
gets off in the memory 41 . The service center also in- 
cludes means for setting and canceling a temporary tel- 
ephone number corresponding to the purchased ticket, 
determining means 42 for determining a time slightly be- 
fore the train or the bus arrives at the destination and 
means for sending the result of the determination via the 
radio base station 31 so at to provide an announcement 
slightly before the arrival to the destination. 
[0127] The service center 44 assigns the same tem- 
porary telephone number to users using the same train 
and getting off at the same station so as to announce to 
the users that the station where the users get off is ap- 
proaching slightly before the arrival to the destination by 
a voice message. 

[0128] Additionally, the service center 44 transmits 
data representing an arrival. The portable communica- 
tion device 32 notifies the user of a reception of the data 
by means of buzzer. Alternatively, voice data may be 
reproduced when the user presses a speak button, the 
voice data being previously stored in a memory. 
[0129] By providing the same temporary telephone 
number to users receiving the same service, the radio 


base station is required to perform the transmission of 
data only once. 

[0130] The household account book service is one of 
other services, in the household account book service, 

5 when payment is made by digital money through the 
portable communication device 32, data regarding con- 
tents of the payment, which data is substituted for a re- 
ceipt, is stored in a memory (for example, the memory 
25 shown in FIG. 3) of the portable communication de- 

io vice 32. The storage of the data can be accumulated for 
a predetermined number of times. The user makes a 
call to the service center 44 so as to transmit the data 
regarding contents of payment with a user ID when the 
data is accumulated or the user wants to receive the 

*s household account book service. If the user wants to 
receive only the household account book service, the 
user may make a call to the computer 30 of the financial 
institution. 

[0131] In the service center 44 is able to keep a 

20 household account book by inputting the data to the 
household account book producing application. The 
produced household account book may be printed out 
and sent to the user Alternatively, the produced house- 
hold account book may be displayed on a TV set by pro- 

25 viding a set top box to the TV set which set top box en- 
ables to display a static image and is connectable to the 
portable communication device 32 so that data regard- 
ing a static image of the produced household account 
book is transmitted to the set top box via the portable 

30 communication device 32. Additionally, the household 
account book can be seen on a computer by inputting 
the data to the computer from the portable communica- 
tion device 32, which computer is connectable to the 
portable communication device 32 and provided with 

3$ the household account book software. In such a case, 
an inputting operation of the data regarding contents of 
payment is simplified. 

[0132] As described above, by using the present dig- 
ital money system, a user can withdraw money at any 

40 place without visiting a financial institution as long as 
the user is in an area where the user is in a communi- 
cable area of the portable telephone. Additionally, an 
ATM/CD machine on the side of the financial institution 
is not needed, that is, only the computer to which the 

45 ATM/CD machine is connected is needed. Accordingly, 
whenever the system is in operation, a user can with- 
draw money. Further, an inputting operation to the 
household account book software can be performed by 
a one-time operation. 

so [0133] Additionally, the user is not required to carry 
both the portable telephone and a purse or an electronic 
card. Since the portable communication system accord- 
ing to the present invention has a purse function, the 
portable communication device has an individual iden- 

5£ tification function. Accordingly, communication service 
to an individual can be simplified and customized. 
[0134] Further, payment for information/communica- 
tion can be made instantaneously, over use exceeding 
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the capacity of payment can be prevented. 
[01 35] In the system used with a public transportation, 
a service for announcing a place at which a user gets 
off can be provided. 

[01 36] Additionally, according to the system shown in 
FIG. 8, a user can receive a preferred service in re- 
sponse to a condition of the user (for example, a feeling 
of the user). 

3. Attachment for the portable communication terminal 

[0137] The attachment for the portable telephone 
(portable communication terminal) according to the 
present invention is extremely effective in the informa- 
tion communication service system which can be used 
by any one at any time and any place. The attachment 
for the portable telephone is provided for using a porta- 
ble telephone, which has already become popular, as 
such a portable communication device. 
[0138] Additionally, the attachment for the portable 
telephone according to the present invention is tightly 
connected to the portable telephone without loosing in- 
tegrity so as to use together with the portable telephone. 
That is, the attachment according to the present inven- 
tion can be operatively connected to various inputting 
and outputting means of the portable telephone such as 
image display means or voice inputting and outputting 
means so that various application programs can be ex- 
ecuted. 

[0139] The attachment is used as an attachment for 
a mobile telephone so as to use with human l/F functions 
of the mobile telephone such as a display (LCD), input 
keys (KEY) or a speaker (receiver) so as to (5) improve 
portability, (7) improve a human interface and (8) pro- 
vide a low cost portable communication device. 
[0140] Specifically, the attachment according to the 
present invention has a male connector which is con- 
nectable to a data communication connector of a port- 
able telephone so that, each inputting, and outputting 
means of the portable telephone can be controlled by 
electric signals. 

[0141] If a short distance digital data communication 
is necessary so as to perform payment by digital cash, 
a communication means without charge is used as such 
a short distance communication. 

[0142] Accordingly, a short distance communication I/ 
F is added to the attachment. Additionally, in order to 
handle digital cash or personal data, the data must be 
enciphered or deciphered. Accordingly, an enciphering 
and deciphering circuit is added to the attachment. 
Since the attachment must be designed so as to be in- 
tegrated with a portable telephone with respect to its vol- 
ume and weight without loosing an appearance of the 
portable telephone, the attachment must have a cubic 
shape as shown in FIG. 1 6. FIG. 1 7 shows a structure of 
the attachment which satisfies the above-mentioned re- 
quirements. 

[0143] The attachment 101 shown in FIG. 17 compris- 


es an MPU 232 which can execute programs, a memory 
25, a short distance communication device l/F 27, an 
arithmetic circuit for enciphering and a data communi- 
cation l/F 29. An operating system is installed in the 

5 MPU 232 so as to control peripheral devices and exe- 
cute application programs provided for the attachment 
101. Generally, the MPU 232 uses the memory 25. 
[0144] The memory 25 stores information regarding 
each user such as a name, an address, an amount of 

io digital cash, digital data of a ticket. The information 
stored in the memory 25 is read and processed by the 
MPU 232, and is output to an external device. The mem- 
ory 25 also stores application programs for providing 
various services. 

rs [0145] The arithmetic circuit 26 for enciphering is 
used for enciphering and deciphering data to be handled 
when high-level security is required for the data such as 
application program data regarding digital money or a 
point card. The data stored in the memory 25 is enci- 

20 phered if necessary. 

[0146] The short distance communication device l/F 
27 is provided for exchanging data with a device located 
in the vicinity of the portable communication device with 
the attachment. In this embodiment, an infrared device 

25 such as an IrDA is used for the short distance commu- 
nication device l/F 27. 

[01 47] The data communication l/F. 29 is provided for 

communication with a portable telephone 100. 

[0148] FIG. 18 is block diagram of the portable tele- 

30 phone provided with the attachment 101. The portable 
telephone 100 shown in the upper portion of FIG. 18 
comprises a portable communication l/F 2, a modem 3, 
a codec 1 5, a protocol controller 24, an MPU 231 , a pan- 
el l/F 16, a microphone, a speaker, an antenna, an LCD, 

35 an LED and keys (KEY). 

[0149] In FIG. 18, parts that are the same as the parts 
shown in FIG.1 are given the same reference numerals, 
and descriptions thereof will be omitted. 
[0150] The protocol controller 24 determines a data 

40 path. For example, the protocol controller 24 determines 
a data path to send data received by the antenna to an 
external device via a data communication connector 99 
or output to a speaker via the codec 15. An instruction 
output from the MPU 232 of the attachment 101 is sent 
to the protocol controller 24 of the portable telephone 
1 00 via a data communication connector 98. The proto- 
col controller 24 analyses the instruction, and deter- 
mines which inputting and outputting means is to be 
controlled. 

50 [0151] The MPU 231 of the portable telephone 100 
executes application programs such as control pro- 
grams of a portable telephone or an address book. 
[01 52] When the data communication connector 98 of 
the attachment 101 is connected to the data communi- 

55 cation connector 99 of the portable telephone 1 00, pro- 
grams being executed in the portable telephone 100 is 
changed from portable telephone programs to programs 
for attachment in accordance with a plug & display f unc- 
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tion. 

[0153] According to the programs for attachment, 
commands sent from the MPU 232 of the attachment 
101 are executed, which commands are determined by 
the protocol controller 24 to be commands for an output 
means for the LCD, the LED or the reception tone 
speaker. 

[0154] Additionally, according to the programs for at- 
tachment, a command determined to be a control com- 
mand for the outputting means of the speaker is enabled 
to be output from the speaker. A digital signal input by 
the microphone of the portable telephone 100 is ren- 
dered to be transmissible to the attachment 101. Data 
received by the portable telephone 1 00 is also rendered 
to be transmissible to the attachment 1 01 . 
[0155] FIGS.19A, 19B and 19C are flowcharts of op- 
erations for controlling each inputting and outputting 
means of the portable telephone 100. 
[0156] In FIG.19A, it is determined, in step S70, 
whether or not a connection of the attachment 101 is 
detected by the protocol controller 24. If it is determined 
that the protocol controller 24 detects a connection of 
the attachment 101, a request is sent, in step S71, to 
the MPU 231 of the portable telephone 100 to change 
programs to the programs for attachment 100. On the 
other hand, if a connection of the attachment 101 is not 
detected by the protocol controller 24, the routine pro- 
ceeds to step S72 so as to send a request to change 
the programs stored in the MPU 231 to the portable tel- 
ephone programs. It should be noted that in the protocol 
controller 24, programs are sequentially executed. 
[0157] In FIG.19B, when a control command is sent, 
in step S81, from the MPU 232 of the attachment 101, 
it is determined, in step S82, whether or not.the control 
command is a command for controlling the portable tel- 
ephone 100. If the control command is not a command 
for controlling the portable telephone 100, the control 
command is processed by the attachment 100 in step 
S83. On the other hand, if the control command is a 
command for controlling the portable telephone 1 00, the 
control command is transferred, in step S84, to the con- 
troller 24 via the data communication connector 98. The 
process of steps S81 to S84 is performed by the MPU 
232 of the attachment 101 . 

[01 58] Upon receipt of the control command from the 
MPU 232 of the attachment 1 01 , it is determined, in step 
S85, whether or not the control command is for the LCD, 
the LED or the speaker for a reception tone. If it is de- 
termined that the control command is for the LCD, the 
LED or the reception tone speaker, the control com- 
mand is transferred, in step S86, to the MPU 231 of the 
portable telephone 100. Then, in step S87, the LCD, the 
LED or the speaker is controlled by the panel l/F 16. 
[0159] If the control command is not a command for 
controlling the LCD, the LED or the reception tone 
speaker, it is determined, in step S90, whether or not 
the control command is for the voice speaker. If the con- 
trol command is for the voice speaker, the control com- 


mand is input, in step S91 , to the codec 1 5. Accordingly, 
the voice speaker is controlled according to the control 
command. If the control command is not for the voice 
speaker, an irregular process is performed in step 93, 
s and the routine is ended. 

[0160] In FIG.19C, when a KEY input is made in step 
S100 or when a microphone input is made in step S101 
or when data is received through the portable commu- 
nication in step S102, the MPU 231 of the portable tel- 
10 ephone 100 determines, in step S103, whether or not a 
state controlled by the programs for attachment is es- 
tablished. If the state controlled by the programs for at- 
tachment is not established, the input data is processed, 
in step S1 04, in accordance with the portable telephone 
is program, and the routine is ended. If the state controlled 
by the programs for attachment is established, the input 
data is transmitted, in step S105, to the MPU 232 of the 
attachment 101 via the protocol controller 24, the data 
communication connector 99 and the data communica- 
te tion connector 98. Then, in step S106, the MPU 232 of 
the attachment 101 receives and processes the input 
data. 

[0161] it should be noted that the MPU 231 of the port- 
able telephone 100 and the MPU 232 of the attachment 

25 101 provide a display by using the LCD when the KEY 
input is made or when the microphone input is made or 
data is input through the portable communication. Addi- 
tionally, the MPU 231 of the portable telephone 100 and 
the MPU 232 of the attachment 101 provide a display 

30 by using the LCD when the each of the MPU 231 of the 
portable telephone 100 and the MPU 232 of the attach- 
ment 101 outputs a control command. 
[01 62] A description will now be given, with reference 
to FIGS.20 and 21 , an example case in which the port- 

35 able telephone connected to the attachment 101 is us- 
able as a service terminal by an application program in- 
stalled in the attachment 101 in relation to a service of 
digital money and a point card. 

[0163] By installing the application program for the 
40 service of digital money and a point card in the MPU 232 
of the attachment 101 , data requiring a high-level secu- 
rity can be handled since the arithmetic circuit 26 for en- 
coding calculation is provided. Additionally, an infrared 
device according to the I rDA can be used as exchanging 
45 means for an electronic media by provision of the short 
distance communication device l/F 27. 
[0164] Supply of digital money is performed by the 
MPU 232 and the memory 25 of the attachment 101 
through a path routing the antenna the portable corn- 
so munication l/F 1 02 modem 3 the protocol controller 
24 -> the data communication l/F 29 the MPU 232 as 
shown in FIG. 21. Additionally, a certification algorithm 
required for the supply of digital money or payment or 
transfer by digital money can be performed at a high 
55 speed by using the arithmetic circuit for enciphering cal- 
culation. 

[0165] Since personal information of a user is stored 
in the memory 25 of the MPU 232 of the attachment 101, 
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the user can complete a registration procedure by trans- 
ferring the personal information to a store terminal by 
an infrared communication using the short distance 
communication device l/F. 

[0166] When the personal information is transferred, 
the personal information is encipher d by th arithmetic 
circuit 26 for enciphering calculation using an open ci- 
pher key previously received from the store side, and 
thereby, the enciphered personal information cannot be 
deciphered, which maintains a security, even if the com- 
munication of the personal information is tapped. 
[0167] In such an application, settling state of a bal- 
ance of digital money and a history of purchase or detail 
of personal information being transferred can be 
checked by using inputting and outputting means of the 
portable telephone such as the LCD or a voice sound 
output by the speaker. 

[01 68] For example, when the personal information is 
transferred to the store terminal, a display can be made 
on the LCD of the portable telephone or a voice sound 
of the portable telephone by using a pathG)-*©— >Q) 
-»@as shown in FIG. 20. If the user does not wish to 
transfer the personal information upon checking, the us- 
er can select items which the user does not wish to 
transfer by using a path G) shown in FIG. 20 
by inputting instruction by pressing the keys. Thereby, 
the personal information from which the information 
which the user does not wish to transfer is excluded can 
be transferred to the store terminal by the short distance 
communication device l/F 27. 

[0169] Additionally, a point service can be received by 
a single attachment 101 which point service convention- 
ally differs from store to store, from chain to chain or 
from industry to industry In order to avoid such an in- 
convenience, some examples use a magnetic IC card. 
However, contents of the magnetic IC card must be 
checked at a predetermined site. 
[0170] In the attachment 101 , an electronically provid- 
ed item such as a point is managed by classifying by 
each kind of service by using the inputting and output- 
ting function of the portable telephone 100. Thereby, a 
user is advised that the termination of acquired points 
is approaching, or a process for achieving a point award 
can be visually provided to the user in cooperation with 
application software. 

[0171] The user can receive an award when accumu- 
lated points reach a predetermined level: The user can 
request such an award via the portable telephone and 
receive a service for the request for the award. By uti- 
lizing such a function, a lottery which is conventionally 
played by visiting a specific cite can be substituted by a 
digital lottery which can be played by using the portable 
telephone. In such a system, since a user can play a 
lottery at any time, a user's interest can be attracted. 
Additionally, since this system enables an automatic lot- 
tery by a computer, this system can contribute to an in- 
crease in efficiency of the lottery system. 
[01 72] The combination of the portable telephone and 


the attachment enables effective suggestions to a user. 
By positively using a display or a voice output of widely 
spread portable telephone, the combination of the port- 
able telephone and the attachm nt according to the 
5 present invention enables even confirmation of services 
to a us r by borrowing a portable t lephone own d by 
other users. 

[01 73] The user can receive various kinds of services 
by connecting one of various types of inexpensive at- 
io tachments to the portable telephone possessed by the 
user. Accordingly the attachment is economical in view 
of the user side. 

[0174] Since the attachment does not deteriorate in- 
tegrity of the portable telephone when the attachment is 

is mounted to portable telephone, the attachment provides 
convenience more than other portable communication 
devices which are used in combination with a portable 
telephone. Since the programs installed in the attach- 
ment is changeable in response to various kinds of serv- 

20 ices, there is no need to possess a plurality of attach- 
ments, and, thus, the attachment according to the 
present invention provides convenience. 
[0175] Additionally, since an arbitrary inputting and 
outputting means of the portable telephone can be used, 

25 an effective suggestion and information can be provided 
to each user. 

[0176] In view of the provider of services, use of the 
attachment can provide a merit in that the provider is 
required to develop only the attachment since the port- 

30 able telephone has already become popular. That is, the 
development cost can be lower than a case in which a 
portable communication device is newly developed. 
[0177] Additionally, since the portable telephone is 
popular, this gives spreading .effect to the service. 

35 [0178] It is considered that new devices interacting 
with a real world such as GPS appears on the market. 
If such condition happens, an inexpensive attachment 
and an application program used with such a new device 
can be developed in accordance with the specification 

40 of connection of the attachment without changing the 
portable telephone itself. 

[0179] Additionally, by changing the application pro- : 
gram installed in the attachment, the portable tele- 
phone, which is carried in a casual manner, can be 
45 changed so that the portable telephone can be used in 
various aspects of services. 

[0180] According to the attachment for the portable 
telephone, the portable telephone which is exclusively 
used as communication means can be used as a port- 

50 able communication device for receiving the above- 
mentioned services by using the attachment connecta- 
ble to the portable telephone without deteriorating an 
appearance of the portable telephone. 
[0181] The present invention is not limited to the spe- 

55 cifically disclosed embodiments, and variations and 
modifications may be made without departing from the 
scope of the present invention. 

[0182] The present application is based on Japan se 
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priority application No. 10-361615 filed on December 
18,1 998, the entire contents of which are hereby incor- 
porated by reference. 

[0183] The above description has referred to equip- 
ment such as a portable communication device, a com- 
puter of a financial institution and a portable telephone 
attachment, which equipment has certain functions 
which can be controlled by execution of one or more 
computer programs or other operating programs loaded 
therein. It will be appreciated that such programs also 
embody the present invention and could be made avail- 
able in stored form on a computer-readable medium 
such as a disk or CD Rom, or could, for example, be 
embodied in a signal such as a downloadable data sig- 
nal provided from an Internet website. The appended 
claims are to be interpreted as covering a program by 
itself, or as a record on a carrier, or as a signal, or in any 
other form. 


remote communication interface, said short- 
distance communication interface, said input- 
ting unit, said memory, said display unit, said 
nciphering circuit and said deciphering circuit. 

5 

2. The portable communication device as claimed in 
claim 1, characterized in that said inputting unit (6, 
9) includes at least one of voice inputting device and 
an operational key panel. 

10 

3. The portable communication device as claimed in 
claim 1 , characterized in that said enciphering cir- 
cuit (26) and deciphering circuit (26) are constituted 
by an enciphering/deciphering processor, and an 

is enciphering and deciphering method used by said 
enciphering/deciphering processor is changed by 
changing software installed in said enciphering/de- 
ciphering processor 


20 

Claims 

1. A portable communication device for communicat- 
ing with a remote communication terminal, compris- 
ing: 25 

a remote .communication interface (2) interfac- 
ing radio-frequency communication with a re- 
mote communication terminal; 
inputting unit (6, 9) inputting data or instruction 30 
information to said portable communication ter- 
minal; 

a memory (25) storing the data input by the in- 
putting unit or data received via said remote 
communication interface and said short-dis^ 35 
tance communication interface; and 
a display unit (8) displaying the data input by 
said inputting unit or data received via said re- 
mote communication interface and said short 
distance communication interface, 40 

characterized in that: 

a short-distance communication interface (27) 
interfaces wireless communication with a com- 45 
munication terminal located in the vicinity of the 
portable communication device; 
an enciphering circuit (26) enciphers data to be 
transmitted to the remote communication ter- 
minal via said remote communication interface so 
and data to be transmitted via said short-dis- 
tance communication interface; 
a deciphering circuit (26) deciphers data re- 
ceived from the remote communication termi- 
nal via said remote communication interface s$ 
and data received via said short-distance com- 
munication interface; and 
a controlling unit (23, 24) controls each of said 


4. A digital money system for using digital money to 
pay for purchase or service, comprising: 

a computer (30) of a financial institution; 
a radio base station (31) communicable with 
said computer of the financial institution; 
a store terminal (33) receiving digital money da- 
ta for payment; and 

a portable communication device (32) commu- 
nicable with said radio base station via a radio 
frequency, 

characterized in that: 

said portable communication device (32) also 
communicable with said store terminal (33) in 
a wireless manner; 

said portable communication device (32) stores 
the digital money data transmitted from said 
computer (30) of the financial institution after 
deciphering the digital money data; and 
said portable communication device (32) trans- 
mits the digital money data for payment to said 
store terminal (33) after enciphering the digital 
money data for payment, 

5. The digital money system as claimed in claim 4, 
characterized in that said portable communication 
device (32) comprises: 

a remote communication interface (2) interfac- 
ing radio-frequency communication with said 
radio base station (33); 

a short-distance communication interface (27) 
interfacing wireless communication with said 
store terminal located in the vicinity of said port- 
able communication device (32); 
inputting unit (6, 9) inputting data or instruction 
information to said portable communication ter- 
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minal; 

a memory (25) storing the data input by the in- 
putting unit or data received via said remote 
communication interface and said short-dis- 
tance communication interface; s 
a display unit (8) displaying the data input by 
said inputting unit or data received via said re- 
mote communication interface and said short 
distance communication interface; 
an enciphering circuit (26) enciphering data to 10 
be transmitted to said computer of the financial 
institution via said remote communication inter- 
face and data to be transmitted to said store 
terminal via said short-distance communication 
interface; is 
a deciphering circuit (26) deciphering data re- 
ceived from said computer of the financial insti- 
tution via said remote communication interface 
and data received from said store terminal via 
said short-distance communication interface; 20 
and 

a controlling unit (23, 24) controlling each of 
said remote communication interface, said 
short-distance communication interface, said 
inputting unit, said memory, said display unit, 25 
said enciphering circuit and said deciphering 
circuit. 

6. The digital money system as claimed in claim 4, 
characterized in that said store terminal (33) in- 30 
eludes customer information storing means (57, 58) 

for storing information regarding a customer so that, 
when the customer make a payment by the digital 
money via said store terminal (33), said store termi- 
nal stores information regarding the payment in said 35 
customer information storing means (57), the infor- 
mation regarding the payment includes information 
regarding an item for which the payment is made, 
an amount of payment and date and time of the pay- 
ment, and said store terminal transmits the informa- 40 
tion regarding the payment to said portable commu- 
nication device together with store information to 
said short -distance communication interface (27) of 
said portable communication device. 

45 

7. The digital money system as claimed in claim 6, 
characterized in that said portable communication 
device (32) receives the information regarding the 
payment via said short-distance communication in- 
terface (27), and stores the information regarding so 
the payment in said memory (25). 

8. The digital money system as claimed in 7, charac- 
terized in that said portable communication device 
(32) displays at least a part of the information re- 55 
garding the payment on said display unit (8). 

9. The digital money system as claimed in claim 8, 


characterized in that said portable communication 
device (32) sends a request for service to said store 
terminal (33) via said short -distance communica- 
tion interface when an amount of payment or points 
exceeds a predetermined level, and said store ter- 
minal (33) determines whether use of the digital 
money by said portable communication device (32) 
satisfies a predetermined requirement so as to 
transmit digital data corresponding the requested 
service to said portable communication device (32) 
when the use of the digital money by said portable 
communication device (32) satisfies the predeter- 
mined requirement. 

10. The digital money system as claimed in claim 7, 
characterized in that said portable communication 
device (32) sends the information regarding the 
payment to said computer (30) of the financial insti- 
tution via said remote communication interface (2) 
and said radio base station (31 ), and said computer 

(30) of said financial institution produces a house- 
hold account book based on the information regard- 
ing the payment sent from said portable communi- 
cation device (32) by using household account book 
software installed in said computer (30) of the finan- 
cial institution.. 

11. The digital money system as claimed in claim 10, 
characterized in that said computer (30) of the fi- 
nancial institution sends data corresponding to the 
household account book to a communication termi- 
nal (54 : 56) of a user of said portable communica- 
tion device so that the household account book is 
displayed on a computer or a television set connect- 
ed to the communication terminal (54, 56) periodi- 
cally or upon a request by the user. 

12. A computer of a financial institution included in a 
digital money system handling digital money, the 
digital money system including a radio base station 

(31 ) connected to a computer (30) of the financial 
institution and a portable communication device 
communicable with said radio base station, said 
computer of a financial institution comprising: 

voice guiding means for providing a voice guid- 
ance to a user of the digital money system; 
user checking means for checking whether or 
not the user has a right to use the digital money 
system; 

enciphering means for enciphering data to be 
transmitted; 

deciphering means for deciphering data re- 
ceived from said portable communication de- 
vice; and 

communicating means for communicating with 
said portable communication device via said ra- 
dio base station, 
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characterized in that: 

said computer (30) of the financial institution 
provides to the user a voice guidance by said 
voice guiding means by receiving signals re- s 
garding digital transaction from said portable 
communication device (32) via said communi- 
cating means; 

said computer (30) of the financial institution re- 
ceives enciphered information including cus- io 
tomer information and information regarding 
amount of money from said portable communi- 
cation device (32), and deciphers the enci- 
phered information by said deciphering means 
(26); is 
said computer (30) of the financial institution 
checks whether the user has the right to use 
the digital money system by said user checking 
means based on the received customer infor- 
mation; and 20 
said computer of the financial institution enci- 
phers digital money data input by the user by 
said enciphering means (26) when the user is 
determined to have the right to use the digital 
money system, and sends the enciphered dig- 25 
ital money data to said portable communication 
device (32) via said communicating means. 

13. A service providing system comprising: 

30 

a service provider terminal (36) of a provider 
(37) of service; 

a service center (44) including service informa- 
tion storing means (41 ) for storing information 
including information regarding various kinds of 35 
service which can be provided to a user, infor- 
mation regarding availability of service provid- 
ed by the provider and information regarding 
message to be.provided to the user, said serv- 
ice center (44) also including determining 40 
means (42) for determining whether or not serv- 
ice can be provided to the user based on a 
present state of the user; 
a radio base station (31) connected to said 
service center (44); and 45 
a portable communication device (32) compris- 
ing remote communication means (2) for com- 
munication with said radio base station, said 
portable communication device (32) also com- 
prising inputting means for inputting informa- so 
tion regarding a present state of the user, 

characterized in that: 

said portable communication device (32) sends ss 
the information regarding the present state of 
the user to said service center (44) by said re- 
mote communication means (2) when the infor- 


mation regarding the present state of the user 
is input by said inputting means; and 
said service center (44) determines whether or 
not there is service which can be provided to 
the user by said determining means (42) when 
said service center (44) receives the informa- 
tion regarding the present state of the user, and 
sends the message stored in said service infor- 
mation storing means (41) to said portable 
communication device (32) when the service 
which can be provided to the user is present. 

14. The service providing system as claimed in claim 
13, characterized in that said portable communica- 
tion device (32) has a specific key for inputting the 
present state of the user so that the user can input 
information regarding the present state of the user 
by pressing the specific key. 

15. The service providing system as claimed in claim 
1 3, characterized in that said radio base station (31 ) 
is installed at a plurality of locations so that a posi- 
tion of said portable communication device (32) is 
determined by exchanging signals between said 
portable communication device (32) and said radio 
base station (31 ), and said determining means (42) 
determines whether or not there is service which 
can be provided to the user based on positional in- 
formation of said portable communication device 
(32). - 

16. The service providing system as claimed in claim 
13, characterized in that said portable communica- 
tion device (32) further .comprises short-distance 
communication means (27) for communicating with 
said service provider terminal (36) and storing 
means (25) for storing user information, and where- 
in said portable communication device (32) sends 
the user information stored in said storing means 
(25) to said service provider terminal (36) when said 
portable communication device (32) receives a 
message to the user from said service center (44). 

17. The service providing system as claimed in claim 
16, wherein said portable communication device 
(32) receives the message to the user from said 
service provider terminal (36) and outputs the mes- 
sage by voice so that the user sends the user infor- 
mation stored in said storing means to said service 
provider terminal (36) via said short-distance com- 
munication means (27) so as to make a reservation 
after hearing the voice message. 

18. The service providing system as claimed in claim 
1 3, characterized in that said service center further 

* comprises: 

temporary telephone number setting and an- 
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nouncing means for setting a temporary tele- 
phone number to the service and announcing 
the temporary telephone number to a tele- 
phone station when service provided by said 
provider (37) is time limited service; and 
temporary t lephone number canceling means 
for canceling the temporary telephone number 
when the service is completed, 
wherein said service center (44) provides infor- 
mation to said portable communication device 
(32) by using the temporary telephone number, 
and cancels the temporary telephone number 
by said temporary telephone number canceling 
means when the service is completed. 

19. The service providing system as claimed in claim 
18, characterized in that said provider (37) of serv- 
ice sets the same temporary telephone number to 
each portable communication device when the 
same service is provided to each portable commu- 
nication device (32). 

20. A portable telephone attachment (101) adapted to 
be connected to a portable telephone (100) having 
a first external connector (99), 

characterized in that: 

a second external connector (98) connectable 
to the first external connector of said portable 
telephone is provided; and 
an arithmetic unit (232) performing a digital 
process is provided, 

wherein said portable telephone attachment 
(101 ) exchanges signals with said portable tel- 
ephone (100) via said second external connec- 
tor, and said arithmetic unit (232) sends a con- 
trol signal to said portable telephone (100) via 
said second connector so as to control an in- 
putting and outputting unit of said portable tel- 
ephone (100). 

21. A portable telephone attachment (101) adapted to 
be connected to a portable telephone (100) having 
a first external connector (99), 

characterized in that: 

a second external connector (98) connectable 
to the first external connector of said portable 
telephone; 

a central processing unit (232) ; and 
an enciphering and deciphering unit (26) enci- 
phering or deciphering data provided by said 
central processing unit (232) and returning the 
enciphered or deciphered data to said central 
processing unit (232), 

wherein said central processing unit (232) ex- 
changes signals with said portable telephone 
via said second external connector, and said 


enciphering and deciphering unit (26) deci- 
phers data rec ived by said portable telephone 
(1 00) and enciphers data to be transmitted from 
said portable telephone (100). 

5 

22. The portable telephone attachment as claimed in 
claim 21, characterized in that said portable tele- 
phone further comprises data/information storing 
means (25) for storing data and information and 

10 short -distance communication means (27) for com- 
municating with a communication terminal located 
in the vicinity of said portable telephone (100) in a 
wireless manner, 

? s wherein said central processing unit (232) is ac- 

cessible to said data/information storing means 
(25); 

data received by said portable telephone (100) 
is sent to said portable telephone attachment 
20 (101 ) via said second external connector (98), 

and stored in said data/information storing 
means (25) by said central processing unit 
(232); and 

the data or information stored in said data/in- 
2S formation storing means (25) is transmitted to 

the communication terminal located in. the vi- 
cinity of said portable telephone (100) via said 
short-distance communication means (27) up- 
on a request made by said communication ter- 
30 minaL 

23. The portable telephone attachment as claimed in 
claim 22, characterized in that an application pro- 
gram for operating said portable telephone attach- 
es ment (1 01 ) is stored in said data/information storing 

means (25), and the application program can be 
downloaded from an external terminal via said sec- 
ond external connector (98). 

40 24. A portable telephone attachment (101) adapted to 
be connected to a portable telephone (100) having 
a first external connector (99), 
characterized in that: 

45 a second external connector (98) connectable 

to the first external connector (99)of said port- 
able telephone (100); 
a central processing unit (232); 
an enciphering and deciphering unit (26) enci- 

50 phering or deciphering data provided by said 

central processing unit and returning the enci- 
phered or deciphered data to said central 
processing unit; 

data/information storing means (25) for storing 
55 data and information; and 

short-distance communication means (27) for 
communicating with a communication terminal 
located in the vicinity of said portable telephone 
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(100) in a wireless manner, 
wherein said central processing unit (232) ex- 
changes signals with said portable telephone 
(100) via said second external connector (98), 
and is accessible to said data/information stor- s 
ing means (25); 

said central processing unit (232) transmits 
control signals to said portable telephone (100) 
via said second external connector (98) so as 
to control an inputting and outputting unit of io 
said portable telephone (100), and data re- 
ceived by said portable telephone is sent to said 
portable telephone attachment (101) via said 
second external connector (98), and stored in 
said data/information storing means (25) by is 
said central processing unit; 
the data or information stored in said data/in- 
formation storing means (25) is transmitted to 
the communication terminal located in the vi- 
cinity of said portable telephone (100) via said 20 
short-distance communication means (27) up- 
on a request made by said communication ter- 
minal; and 

said enciphering and deciphering unit (26) de- 
ciphers data received by said portable tele- 2s 
phone (100) and enciphers data to be transmit- 
ted from said portable telephone (100). 

25. The portable telephone attachment as claimed in 
claim 24, characterized in that an application pro- 30 
gram for operating said portable telephone attach- 
ment (101 ) is stored in said data/information storing 
mean s (25), and the application program can be 
downloaded from an external terminal via said sec- 
ond external connector (98). 35 

26. A computer program which, when loaded into a 
computer, causes the computer to become the com- 
puter of a financial institution as claimed in claim 1 2. 


27. An operating program which, when loaded into a 
portable communication device, causes the device 
to become the portable communication device as 
claimed in any one of claims 1 to 3. 

28. An operating program which, when loaded into a 
portable telephone attachment, causes the attach- 
ment to become the portable telephone attachment 
as claimed in any one of claims 20 to 25. 
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